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The optical faceplates are part of the optical link that offers a smart and simple solution for the FTTD 
purposes. It can be mounted into a cable duct or a wall outlet with a back box and a wallplate. 
 

Applications     

General Characteristics    
 
• Very thought and reliable holding system 
• Holding system authorize horizontal or vertical mounting  
• The design permits sticker area on top of adapters 
• The faceplates are angled in order to save some depth into the cable ducts. 
• Bending radius of the fiber is protected with the most popular cable ducts. 

 

Physical properties    
 
• 45 x 45mm, fit into the Mosaic type cable duct and wallplates 
• Made of plastic compound 

 
• Suitable for  the following adapters:  

 
o 2 x ST or 2 x FC (D shape),  
o 2 x SC simplex or 2  x LC duplex (SC footprint),  
o 1 x SC duplex or 1 x LC Quad 
o 2 x SC duplex or 2  x LC Quad 

 
 
 
 
 

48MMPSTS 48MMP2SCS 48MMP2SCD 48MMPSCD 



 Data Sheet 2/2  23/01/2014 / FT Ed. 2.0 

   REF: 48MMPxxxx  
 

         45X45 mm angled optical faceplates for ST, SC simplex & duplex 

 
www.multimedia-connect.fr This document is confidential, and is the property of Multimedia Connect. Multimedia Connect own the copyright, and the 

document must not be copied or changed in any form, wholly or in part without written permission from Multimedia 
Connect. The contents of this document must be disclosed to any other person or persons. 
The characteristics related to this document are not contractual, and can be modified without warning. 

 

 
 
 
 
 
 
 
 

 

Designed and tested to comply with the requirements of  : 

• TIA/EIA 604-3 
• IEC 
• CECC 
• Telcordia (Bellcore) 

 

Items Description Color Packing 
WPF45R9003 86x86mm wallplate -  45x45mm inside RAL 9003 Unit 
WP8686R9003 86x86mm back box depth 45mm RAL 9003 Unit 

G1BOX 67mm diameter back box  -  depth 40mm RAL 9003 Unit 
G1GR 45x45mm grid plate reversible RAL 9003 Unit 
G1PL 80x80mm faceplate – 45x45mm inside RAL 9003 Unit 

 

 

Related Products     

 

      
 
 
 

Standards     

Ordering Information    
 
 

Items Description Color Packing 
48 MMP STS 45x45mm faceplate for 2 x ST RAL 9010 Pack of 6 

48 MMP 2 SCS 45x45mm faceplate for 2 x SCS RAL 9010 Pack of 6 
48 MMP SCD 45x45mm faceplate for 1 x SCD RAL 9003 Pack of 6 

48 MMP 2 SCD 45x45mm faceplate for 2 x SCD RAL 9010 Pack of 6 
 

 

WPF45R9003 WP8686PR9003 G1BOX G1GR G1PL 


