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The MMC optical fiber splice trays are suitable for high density patch panels or wall boxes and are 
designed to splice together loose tube cables and pigtails thanks to heat shrinks. 
 

Applications     

General Characteristics    
 

• Stackable 24 cores splice tray for  heat shrinks 
• Rotating upper additional splice trays for an easier access to the bottom splice tray 
• 2 holes to screw the splice trays on the plate of the patch panel. 
• 2 reusable ties for an alternative removable way to put the splice on the panel 
• 4 splice trays can be stacked on a 1U height patch panel (96 cores) 

 

Physical properties    
 

• Main body dimension : 220mm x 97mm x 8.5mm 
• Main body material : Green ABS plastic 
• Splice holders material : same as the main body ( integrated on it) 
• Cover material : transparent plastic  
• 4 cable entries are designed for nylon cable tie integration 
• Clip on the front in order to lock the upper splice trays in closed position 
• Bending radius: 60mm 

 
 
 

P/N: 48K724FO2298 
(Shown with transparent cover) 

P/N: 48K724FO2298 
(Shown without transparent cover) 
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Designed and tested to comply with the requirements of  : 

• TIA/EIA 604-3 
• IEC 
• CECC 
• Telcordia (Bellcore) 

 

Part numbers Description Packing 

48 K7 BASE 12FO Bottom Splice tray for 12 heat shrinks dimension 16 x 9.7 x 9 cm Unit 

48 K7 MOD 12FO Additional Splice tray for 12 cores dimension 16 x 9.7 x 9 cm Unit 
 
 

 

Related Products    

 

      
 
 
 

Standards     

Ordering Information   
 
 

Part numbers Description Packing 
48 K7 24FO 2298 Splice tray for 24 heat shrinks dimension 22 x 9.7 x 8 cm Unit 

 

48K7xxx12FO 


